Sample # Sample ID
5017012442 | I U AR TR OO

d Screening Program

Collection Log
experienced sample collectors

mple collected. Your drinking water sample cannot be tested
i the lab with each sample. In addition, the sample cannot be
- -~ esteauntess the Sample Identification Number matches the number on the sample container label.

o Check this box to confirm that water had not been used at this tap or other tapsin the
area for 6 hours and no flushing was done prior to sampling .

Name of School District > ° e
SchoolName | 2 opmta £ 700 do ,
- Building (name/number) 44 - . (7
Type of Fixture (tap, drinking fountain etc.) -720 S
Location of Fixture (example, room number) - - e

Sample ldentification Number (ensure this
number is also on the sample container) OO0 6] s
Date of Collection 2—15- /7

Time of Collection | £ 7,464+~

Printed Name of Sample Collector | 40, g/ el c,..,, 7veras
Signature Sample Collector

Notes Sample collector:

For Lab use onfy " RECEWED
Analyze this drinking water sapaple for lead WSLAR
Date and Time ab\gec ived
Signature L0 VA
Notes: Tl -

Relinquished date and signature

These samp-les were collected for lead screening purposes only and cannot be used for compliance.

http://www.azdeq.gov/LeadScreeningPro ' Page 2 of 2




Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

~ When possible select two samphng Iocatlons from each buﬂdmg built before January 1, 1988 and one sample
location for buildings built after this date. Prlontfzeusamplmg locations based on how frequently someone could
drink from them. The chart below should be.used to select sampling locations.

Recommended ‘ ) Not Recommended

Drinking fountains »Bathroom sinks

Preschool classrooms "ty Janitor closets

Cafeteria and kitchen sinks | Hose bibs ;

Nurse’s/health office'sinks® = - Taps attached to water softeners =

Home economics roomsinks .« = | Taps attached Point of Use devises

Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under ﬂxture (cold water tap only).
3} Turn on fixture :

4) Fill sample container
5) Close sample container tnghtly
6) Complete label on sample container, ensure information on container matches information recorded on the

“Collection Log” provided immediately following the ¢ollection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to-each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeqg.gov/LeadScreeningProg : Page 1 of 2




Sample# SamplelD ______————
2;1?012443 A0 L R

2ad Screening Program

Collection Log
r experienced sample collectors

sample collected. Your drinking water sample cannot be tested
to the lab with each sample. In addition, the sample cannot be
- testea unless the Sample Identification Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at thistap or other faps in the
area for 6 hours and no flushing was done prior to sampling

Name of School District | (Cyey By rs T e

School Name —Zﬁm /o Ao .
Building (name/number) | o lefenjo  lowilding, C.-
Type of Fixture (tap, drinking fountainetc.) | 72,0 </~ /i J

Location of Fixture (example, room number) | K. 4o b e in_

Sample ldentification Number (ensure this PY'UW?

number is also on the sample container) | foZasney 22 O D SY b
Date of Collection | 3 « /5= ¢ 7
: Time of Collection | £ 4#~—
Printed Name of Sample Collector /b{mueé U (orrTmera g

Signature Sample Collector %ﬁ S s /i;é—’,

Notes Sample collector:

For Lab use pnly RECEIVED
Analyze this drinkingywater sgrhple for lead WETAD
Date and Tin‘ﬁ@a\b r¢ceived }
Signature | L J D V- FEB 18 2017
Notes: T

For relinquishjng saﬁlples upon delivery to labs only -

Relinquished date and signature /M' 2 — /{v/ )
L 4 v < .

These samples were collected for lead screening purposes only and cannot be used for compliance.

http://www.azdeq.gov/LeadScreeningPro Page 2 of 2




Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

~When possible select two samphng locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains Bathroom sinks
Preschool classrooms ' Janitor closets
Cafeteria and kitchen sinks Hose bibs
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection

1. Collect all water samples before the facxllty opens for the day and any water usage occurs.

2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.

3. Collect samples in the container(s) provided by completing the following steps:

1) Open sample container

2) Hold sample container under fixture (cold water tap only).

3) Turn on fixture :

4) Fill sample container

5) Close sample container tightly

6) Complete label on sample container, ensure information on container matches information recorded on the
~ “Collection Log” provided immediately following the collection of each sample.

7) Provide a map with sample locations '

4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.

5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.

6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight

container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed

http://www.azdeg.gov/LeadScreeningPro v Page 1of 2




Sample # _Sample ID ;
2017012444 | {HIIVINN TN ORI AN KRN 59 screening Program ' 3 O
\

Collection Log
experienced sample collectors

ample collected. Your drinking water sample cannot be tested
o the lab with each sample. In addition, the sample cannot be
_sn Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at this'tap or other tapsin the
area for 6 hours and no ﬂushmg was done prior to sampling

Name of School District (‘M, 3 bt Solors D,,,f'cf
School Name _/{__m;s_él_ac{t_

Building (name/number) | 3 Reopz 102

Type of Fixture (tap, drinking fountain etc.) | ¢ /aq<
Location of Fixture (example, rwumber) foers (O2

Sample Identification Number (ensure this PhoD. # OLES5F69

number is also on the sample container) | (s 7z, 070 v 2 LCOSOS
Date of Collection | 2 = /65— /&

Time of Collection | £/ 5 Ar— ‘
Printed Name of Sample Collector /4/, wwel gt Cos mrz&ﬁ
Signature Sample Collector y,;/,%/ ,// A r7éb
- / (4

Notes Sample collector:

-

' For Lab use onl -
Analyze this dripRing water saryfiple for lead H&%E&%u
Date and Time/fLab fecéived

Signature N2

Notes:

For relinquisbfhg samples upon delivery to labs only

Re|inquished date and signature v 2v /é -/

These samp.les were collected for lead screening purposes only and cannot be used for compliance.

http://www.azdeq.gov/LeadScreeningPro Page 2 of 2



Arizona Department of Environmental Quality

Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

for

Experienced Samp/e Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

- When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains Bathroom sinks
Preschool classrooms ' Janitor closets
Cafeteria and kitchen sinks Hose bibs :
Nurse’s/health office sinks Taps attached to water softeners =
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption ‘ . not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under fixture (cold water tap only)
3) Turn on fixture
4) Fill sample container
5) Close sample container tlghtly
6) Complete label on sample container, ensure information on container matches information recorded on the
~ “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to mdlcate itis

collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeg.gov/LeadScreeningProg : Page 1 of 2




d Screening Program

sample# SamplelD ________————
251'?012445 AN O A | /3 J

Collection Log
xperienced sample collectors

nple collected. Your drinking water sample cannot be tested
the lab with each sample. In addition, the sample cannot be
estea uniess the Sample Identification Number matches the number on the sample container label.

0o Check this box to confirm that water had not been used at this'tap or other tapsin the
area for 6 hours and no flushing was done prior to sampling

Name of School District C‘ Z!_;'El{c n Schent D7~
_LML&ES/ :

School Name
Building (name/number) | )3,/ 50, —
Type of Fixture (tap, drinking fountain etc.) | /. Joae sou,
Location of Fixture (example, room number) |  Poes,nm Wi
Sample Identification Number (ensure this bgop,#az:gﬁéy
number is also on the sample container) | G 7k, noy 22 Croe Y 87
Date of Collection | 3.~/ 55—/
: Time of Collection | 4 /3¢ W -
Printed Name of Sample Collector | ¢} [ #x lortrera '
Signature Sample Collector ' : =

Notes Sample collector:

For Lab uselonly ( W S LAB
Analyze this dripking Water sapnple for lead

Date and Time/Lab yef¢ivegn | | ' -
Signature T VJZJ v
Notes: VAT ‘

For relinquishigg samples upon delivery to labs only

Relinquished date and signa‘ture : V}% | 2“’"/5"/7

7

These samp]es were collected for lead screening purposes only and cannot be used for compliance.

http://www.azdeq.gov/LeadScreeningProg Page 2 of 2



Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

~ for

Experienced Sample Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive -
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

- When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended : Not Recommended
Drinking fountains . | Bathroom sinks
Preschool classrooms Janitor closets
Cafeteria and kitchen sinks | Hose bibs _
Nurse’s/health office sinks Taps attached to water softeners -
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is-
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under Fxture (cold water tap only).
3) Turn on fixture
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches information recorded on the
_ “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations ‘
4. Assign a unique sample identification number to each sample. (For example, bldg100- -01 to indicate it is

collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningProg : Page 1 0of 2




Sample # _Sample 1D

2017012446 | /11100 RO O U A RGO

rad Screening Program

Collection Log
r experienced sample collectors

sample collected. Your drinking water sample cannot be tested
to the lab with each sample. In addition, the sample cannot be
e wrnress i sanipre wuenuncatdon Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at this tap or other tapsin the
area for 6 hours and no flushing was done prior to sampling

Name of School District

School Name

, _ Building (hame/number)
Type of Fixture (tap, drinking fountain etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)
Date of Collection

Time of Collection

Printed Name of Sample Collector |
Signature Sample Collector

ngz;h:fgz e b/ Daesfﬂcf‘

heme.  Lwnde—

Rocldrng K
3/, pY R

20 1
P/&)D# >0 06767
 Cantzrines B COOROZ
2~1S=/7

Ll 30 do~—

Notes Sample collector:

RECEIVED

For Lab usg only
Analyze this drinking water faple for lead ' WS LAB
Date and Tim La\ bceived | |
Signature | 7\:;) P — FES 1.6.2017
Notes:

For relinquishing sagnples upon delivery to labs only

R/

Relinquishéd date and signature /%‘
o 7

These sampiles were collected for lead screening purposes only and cannot be used for compliance.

http://www.azdeqg.gov/LeadScreeningProg

Page 2 of 2



Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

| for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

- When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended

Drinking fountains Bathroom sinks

Preschool classrooms ' Janitor closets

Cafeteria and kitchen sinks Hose bibs ‘

Nurse’s/health office sinks Taps attached to water softeners

Home economics room sinks Taps attached Point of Use devises

Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption , not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under fixture (cold water tap only).
3) Turnon flxture :
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches information recorded on the
~ “Collection Log” provided immediately following the ¢ollection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification numbeito each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.
. 5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10} calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningPro Page1of2




Sample # Sample

Sample# SamplelD _________—
2017012447 | A G OO

id Screening Program

Collection Log
experienced sample collectors

imple collected. Your drinking water sample cannot be tested
y the lab with each sample. In addition, the sample cannot be
e e e waenanvauoll Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at this tap or other taps in the
area for 6 hours and no flushing was done prior to sampling

Name of School District 'J.Y\L@ 5., Lo i

SchoolName | J s 50m / rncle

Building (name/number) | R, /Ly N
Type of Fixture (tap, drinking fountain etc.) / <7 '

Location of Fixture (example, room number) | o /yea@oenpn 0|
Sample Identification Number (ensure this PrQ»DAﬁ: 0COEESRET

number is also on the sample container) Contasner OOOQOASH
Date of Collection | ~ - j&—/ 7 ’

Time of Collection | £ 13 5 st~
Printed Name of Sample Collector | .
Signature Sample Collector

Notes Sample collector:

For Lab use only I
Analyze this drigking water safmple for lead e T ~EIVED ‘
Date and Tirfle LybJrecéded | ) ‘W8 &@ R
Signature A0 o\ X _ \

Notes: (i

For relinquishing samples upon delivery to labs only
Relinquished date and signature /%%‘ 2—”/;“"/7
L

These sampzles were collected for lead screening purposes only and cannot be used for compliance.

http://www.azdeq.gov/LeadScreeningPro ‘ Page 2 of 2



Arizona Department of Environmental Quality

Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

- When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains : Bathroom sinks
Preschool classrooms Janitor closets
Cafeteria and kitchen sinks ) Hose bibs
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under fixture (cold water tap only)
3} Turn on fixture ‘
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches information recorded on the
. “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningProg : Page 1 0of 2




Sample # _Sample |D
2017012448 | I OO TR O8O R RO

ad Screening Program

Collection Log
experienced sample collectors

ample collected. Your drinking water sample cannot be tested
o the lab with each sample. In addition, the sample cannot be
- “testequmiess the Samplé Identification Number matches the number on the sample container label.

g Check this box to confirm that water had not been used at this tap or other tapsin the
area for 6 hours and no flushing was done prior to sampling

Name of School District C e : M-;_LQ 2 e Lo/ ‘Dw,f‘

School Name

Building (name/number) | /2, flisr /o

Type of Fixture (tap, drinking fountain etc.) | 0 - <
Location of Fixture (example, room number) |/ ., ,ne (sTxfE )

Sample Identification Number (ensure this > T
number is also on the sample container) e AYS

Date of Collection |  » —/§= /%
Time of Collection Llyp M«_/

Printed Name of Sample Collector . Py ol L /(e Treye
Signature Sample Collector / / ;;%""

-

Notes Sample collector:

‘ A For Lab use only
Analyze this grigking water gamiple for lead

Date and Tirhe L3b rpcei ) W& LaR
Signa_ture (v ’ U\\V/\Q/ ' .
Notes: | , FEB 18 2017

For relinquishing samples upon delivery to labs only

Relinquished date and signature M - QM/é"’/7
; - y

VI

| These samp"les were collected for lead screening purposes on/y and cannot be used for compliance.

http://www.azdeg.gov/LeadScreeningPro Page 2 of 2



Arizona Department of Environmental Quality

Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

~ When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains : Bathroom sinks
Preschool classrooms Janitor closets
Cafeteria and kitchen sinks ‘ | Hose bibs
Nurse’s/health office sinks Taps attached to water softeners |
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection

1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:

1)
2)
3)
4)
5)
6)

7)

Open sample container )

Hold sample container under fixture (cold water tap only).

Turn on fixture '

Fill sample container '

Close sample container tlghtly

Complete label on'sample container, ensure information on container matches information recorded on the
“Collection Log” provided immediately following the ¢ollection of each sample.

Provide a map with sample locations

4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.

5. Accurately complete the “Collection Log”. - Accurate information about the sample is essential.

6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight

container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningPro Page 1 of 2




sample# SamplelD _
2317012449 R SRR TR S eening Program

Collection Log
r experienced sample collectors

sample collected. Your drinking water sample cannot be tested
‘0 the lab with each sample. In addition, the sample cannot be
o —rewenwtO Number matches the number on the samplé container label.

(35

| ’ 07 Check this box to confirm that water had not been used at this'tap or other tapsin the
| area for 6 hours and no flushing was done prior to sampling

Name of School District

School Name

Building (name/number)

Type of Fixture (tap, drinking fountain etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)
Date of Collection

Time of Collection

Printed Name of Sample Collector
Signature Sample Collector

>

/ Dwf

_A_@mai Llﬂ (I&_—

Qm (’)M\

Mm

06 FX

2iiSs-/ 2

5'35',,4,,,4/\/

L

"{////:—l,/ /// —Z i
VA

Notes Sample collector:

For Lab use only

Analyze this drjmiing ,water sgipple for lead

BECEIVED
Date and Tim W§ LAR
signature | Ap w0 A
Notes: =T

FEB 18 ZW

TIME: _B}Q@.m,ﬂ

TEWP U e

http://www.azdeq.gov/LeadScreeningPro

For relinquishingsamples upon delivery to labs onlv
Relinquished date and signature /%%’ ¢//é —/ 7

These sampAles were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations
- When possible select two sampling locations from each building built before January 1, 1988 and one sample

location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -

drink from them. The chart below should be used to select sampling locations.

Recommended . Not Recommended

Drinking fountains Bathroom sinks

Preschool classrooms ' Janitor closets

Cafeteria and kitchen sinks Hose bibs

Nurse’s/health office sinks Taps attached to water softeners

Home economics room sinks Taps attached Point of Use devises

Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under flxture {cold water tap only).
3) Turn on fixture :
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample cc;ntai‘ner, ensure information on container matches information recorded on the
. “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identiﬁcation_number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample):'Record that-number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. - Accurate mformatlon about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.
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Sample# SamplelD ________———
2017012450 | I IR 0 AR R

id Screening Program

) —

Collection Log
experienced sample collectors

imple collected. Your drinking water sample cannot be tested
1 the lab with each sample. In addition, the sample cannot be
westea umiess the Sample ldentification Number matches the number on the sample container label.

o Check this box to confirm that water had not been used at this tap or other tapsin the
area for 6 hours and no flushing was done prior to sampling

Name of School District

School Name

o Building (name/number)

Type of Fixture (tap, d@(w. etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)
Date of Collection

Time of Collection

Printed Name of Sample Collector

=
hb) Tetsr—
T Side 200 ¢ xTevior

200  Rec e,

WO2ER
2~/5-/Z
iy
Z//fme/ il Lozt Trevn &

Signature Sample Collector y//, iy ,/If-
; : F—
Notes Sample collector:
For Lab use grt
Analyze this dx;imging watgf sa\m le for lead W 8 LAB
Date and Timg g i ]
Signature A kl\ AN een 4 g 501]
Notes: _ rED ey

For relinquishing samples upon delivery to labs only

Relinquished date and signature
[

206177

These samp-les were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations ,

_ When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could
drink from them. The chart below should be used to select sampling locations.

Recommended . Not Recommended
Drinking fountains ’ « Bathroom sinks
Preschool classrooms ' - | Janitor closets
Cafeteria and kitchen sinks Hose bibs
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under fixture (cold water tap only).
3) Turn on fixture ‘

| 4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches mformatlon recorded on the

. “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations ;

4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.

5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.

6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight

container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningPro Page 1 of2




Sample# S

Sample# SamplelD ________———
2017012451 IV R R R

rad Screening

Program

Collection Log

- experienced

sample collectors

sample collected. Your drinking water sample cannot be tested
:0 the lab with each sample. In addition, the sample cannot be
tested unless the Sample Identification Number matches the number on the sample container label.

0o Check this box to confirm that water had not been used at this'tap or other tapsin the
area for 6 hours and no flushing was done prior to sampling

Name of School District

School Name

Building (name/number)

Type of Fixture (tap, drinking fountain etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)
Date of Collection

Time of Collection

- Printed Name of Sample Collector |
Signature Sample Collector

Cets \14/7((91/: S L.oaeal ms,r

Lo onde
AOD Psu /rIMJ ﬂ

Notes Sample collector:

For Lab use only

Analyze this drjrking, water gample for lead RECEIVED
Date and Tim¢ Lap rdceived| ) WSTAB
Signature ( \,\,QM\ B A
Notes: y FEB 16 2017

—F 2C; =

- For relinquishing#amples upon delivery to labs only -

Relinquished date and signature

e

2,477

/744

These samp/es were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality

Public School Lead Drinking Water Screening Program
Sampling Plan & Collection-Log

for

Experienced Sample Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

_ When possible select two sampling locations from each building built before January 1, 1988 and one sample
location for buildings built after this date. Prioritize sampling locations based on how frequently someone could
drink from them. The chart below should be used to select sampling locations.

Recommended : Not Recommended
Drinking fountains « Bathroom sinks
Preschool classrooms ' Janitor closets
Cafeteria and kitchen sinks Hose bibs .
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container
2) Hold sample container under fixture (cold water tap only).
3) Turn on fixture
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches information recorded on the
. “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample) Record that number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10} calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningPro ' Page 1of 2




Sample# SamplelD __________—
2017012452 | [11F) O B L

ad Screening Program

Collection Log
experienced sample collectors

ample collected. Your drinking water sample cannot be tested
o the lab with each sample. In addition, the sample cannot be
e —mveepre vaenaneawdll Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at thistap or other taps in the
area for 6 hours and no flushing was done prior to sampling

Name of School District |y ey vl fom  De lu:»o) ’jp)?Lw 7—
SchoolName | /0,5 . 7.5 de
Bu1ldmg (name/number) | ou,, /dm, )

“Type of Fixture (tap, drinking fountain etc.) | .., K st /:m,ﬂf

Location of Fixture (example, room number) |Sp 74 <, Eﬁe (,C Pest>777 5’1/0 é x“l’ 069
Sample Identification Number (ensure this

number is also on the sample container) mg{{/’g
' Date of Collection | -2.: 7 5’. / ;

S - Timeof Collection | £ r ey 5™
~ Printed Name of Sample Collector, \,,/,/,M /,%/ ,/j

Slgnature Sample Collector
Mv Luf/[ /4/( [’«M/l f(/e/i/‘ﬂ_s

‘| Notes Sample collector:

; " For Lab use pnly WS LAE
Analyze this drinking wWater sanfple for lead o
Date and Time/laBregdivedn [ |
Signature [ At l/

v

Notes: V . b

For relmqunshmg;amples upon delivery to Iabs only .

Relinquish,éd date and signature ‘ W] 4 2 /é// 7
, _ 7 4

These samp]es were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

~ When possible select two sampling locations from each building built before January 1, 1988 and one sample
" location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended

Drinking fountains .| Bathroom sinks

Preschool classrooms ' Janitor closéts

Cafeteria and kitchen sinks - Hose bibs ) ,

Nurse’s/health office sinks Taps attached to water softeners

Home economics room sinks Taps attached Point of Use devises

Any sink known to be or visibly used for - Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection

1. Collect all water samples before the facility opens for the day and any water usage occurs.

2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.

3. Collect samples in the container(s) provided by completing the following steps:

1)} Open sample container

2) Hold sample container under flxture (cold water tap only).

3) Turn on fixture

4) Fill sample container

5) Close sample container tightly

6) Complete label on sample container, ensure information on container matches information recorded on the
. “Collection Log” provided immediat‘ély following the ¢ollection of each sample.

7) Provide a map with sample locations. ‘

4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container. :

5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.

6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight

container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeqg.gov/LeadScreeningProg Page 1 0f 2




sample# SamplelD -
§§$o12453 R

1d Screening Program

39

Collection Log
experienced sample collectors

imple collected. Your drinking water sample cannot be tested
) the lab with each sample. In addition, the sample cannot be
westeu uniess the Sample Identification Number matches the number on the sample container label.

O Check this box to confirm that water had not been used at this'tap or other taps in the
- area for 6 hours and no flushing was done prior to sampling

Name of School District

School Name |

. Building (name/number) |

Type of Fixture (tap, drinking fountain etc. )
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)

’ Date of Collection

Time of Collection

~ Printed Name of Sample Collector

Signature Sample Collector

. 2L
homin  L'inde—

QvL/dMI X

J?ewm Yo b

000 Y59

25—/ R

72,00 hu~— A
L\md’a_ ‘th(/a zcxs .

Notes Sample collector:

For Lab

TSEonty

RE"E!‘.’ED
Analyze this ;zh\nksng water salﬂple for lead B
Date and Tifne laJrecejrad
S_ilgna‘ture A A - EER 18 2047
Notes: \Y S~ 1 Lp 1 L] L. T
TIME:. ’ 22
TEMP C: LMD

For relinquishing samples upon delivery to labs dnly -

Relinquished date and signature _

/}"' /L))

These samp?es were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sampie Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations
~When possible select two sampling locations from each building built before January 1, 1988 and one sample
" location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains ' . Bathroom sinks - -
Preschool classrooms S Janitor closets
Cafeteria and kitchen sinks ~ * Hose bibs =~
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for- Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection

1. Collect all water samples before the facility opens for the day and any water usage occurs.

2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.

3. Collect samples in the container(s) provided by completing the following steps:

1) Open sample container :

2) Hold sample container under fixture (cold water tap only).

3) Turn on fixture e

4) Fill sample container

5) Close sample container tightly

6) Complete label on sample container, ensure information on container matches information recorded on the
~ “Collection Log” provided immediately following the ¢ollection of each sample.

7) Provide a map with sample locations '

4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container. :

5. Accurately complete the “Collection Log”. - Accurate information about the sample is essential.

6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight

container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningProg ‘ Page 1 of 2




Sample # _Sample |D

2017012454 NN ATOINN g o ocring program

70

Collection Log
*experienced sample collectors

:ample collected. Your drinking water sample cannot be tested
o the lab with each sample. In addition, the sample cannot be
_.Jn Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at this'tap or other taps in the
- area for 6 hours and no flushing was done prior to sampling

Name of School District

School Name

‘ Building (name/number) |

Type of Fixture (tap, drinking fountain etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)

' Date of Collection

Time of Collection

~ Printed Name of Sample Collector
Signature Sample Collector

fw :\h Fon Scheel Drf’;’f’mr
Lommp  Linde
LR f)vu /ﬂfﬂ’?/ '
h\l‘mkl/nji

U .

/t;um MI

OOOSES
D -JS—/2
6'- YS _Avie—

Notes Sample coliector:

" For Lab uséd

only

Analyze this drinking watepsample for lead “hmu

Date and Tingediab feceive L ‘

Signature [ ] vqi S~ FER-1-6-207

Notes: (W u ' s
TIME: "
TEMP'?C',' MM NitA A—

( - For relmqunshmg sapples upon delivery to labs only
Rehnqunshed date and s:gnature : i }7 2 /{ /7

These samp"les were collected for lead screening purposes only and cannot be used for campliance.
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Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactiveb
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will

Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

for

Experienced sample Collectors

include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

~When possible select two sampling locations from each building built before January 1, 1988 and one sample
" location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -

drink from them. The chart below shoulid be used to select sampling locations.

Recommended Not Recommended
Drinking fountains A Bathroom sinks .
Preschool classrooms ' Janitor closets
Cafeteria and kitchen sinks - Hose bibs ,
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or v15|bly used for- Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:

o wWwN =

)
)
)
)
)
)

o

7)

Open sample container

Hold sample container under fixture (cold water tap only).

Turn on fixture ' :

Fill sample container

Close sample container tightly

Complete label on sample container,-ensure information on container matches information recorded on the
“Collection Log” provided immediately following the collection of each sample.

Provide a map with sample locations

4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container. -

5. Accurately complete the “Collection Log”. Accurate information about the sample is essentpal.

6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight

container such as a zip lock bag. Keep the Sample Coliection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeg.gov/LeadScreeningPro Page 1 of 2




sample# Sample 1D
2320192455 lllll\lllll\||||H|||H||l\Illlllllll|||||l|||lll|l||l\l\||l

«d Screening Program

Collection Log
:xperienced sample collectors

mplbe collected. Your drinking water sample cannot be tested
the lab with each sample. In addition, the sample cannot be
| et wnreod LIE DAMPIE ldenti‘r"cation' Number matches the number on the sample container label.

o Check this box to confirm that water had not been used at this’ tap or other taps in the
~ area for 6 hours and no qushmg was done pnor to sampling

Name of School District

School Name |

Buﬂdmg (name/number)

Type of leture (tap, drinking fountain etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)
Date of Collection

Time of Collection

~ Printed Name of Sample Collector |

/,N Vi vfn ’/Lp 29 g(‘ l’u’l)[

bv,,»»’ft
[.«9m;y VA z/)(l«/

s /dm, K Reoors /06

_C@S%ﬂmc)m DYM[M/ F)i?

Koop b

OO2L0.

;2'.'1/3’-‘/)2 :

636 At

mele( Tewazasf

Signature Sample Collector | GM,ZS,DJD
. N
Notes Sample collector:
_ , “For Lab use only
Analyze this dripkifp water sp nple for lead R!.'i(ﬁ-’il\l&L
Date and Ti ceiyed W
Signature [ A,\ wl/
Notes: ' U i

For relinquishing samples upon delivery to labs dnly -

Relmqunshed date and 51gnature /% 2\//5 “/7

These samp]es were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log

for

Experienced Sample Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if heeded.

Sample Locations

~When possible select two sampling locations from each building built before January 1, 1988 and one sample
* location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Rec‘ommended Not Recommended

Drinking fountains - \ Bathroom sinks -

Preschool classrooms . Janitor closets -

Cafeteria and kitchen sinks - | Hose bibs =~ , _

Nurse’s/health office sinks Taps attached to water softeners -

Home economics room sinks Taps attached Point of Use devises

Any sink known to be or visibly used for- Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completmg the following steps:
1) Open sample container
2) Hold sample container under flxture (cold water tap only).
3) Turn on fixture - :
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches information recorded on the
~ “Collection Log” provided immediately following the ¢ollection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that nu mber on the Sample Collection Record
form and sample container. :
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten {10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningProg _ o Page 1 of 2




Sample # Sample 1D
2017012456 | |1/ DON 00 ORT OO OO AR RO

1d Screening Program

Collection Log
experienced sample collectors

ample collected. Your drinking:water sample cannot be tested
» the lab with each sample. In addition, the sample cannot be
teswcu umess e >ampie iaentncauon Number matches the number on the sample container label.

0 Checklthis box to confirm that water had not been used at thistap or other taps in the
- area for 6 hours and no ﬂushmg was done pnor to sampling

Name of Schoo! District / e | \i’l/%(?h Sehexsd D‘;kna T—

School Name | / .9 @g L e Ace '
- Building (name/number) | . jdn, &G '
- Type of Fixture (tap, drinking fountain etc.) ) 2 s

Location of Fixture (example, room number)
Sample Identification Number (ensure this | -~

number is also on the sample container) 05?9‘/98 .

Date of Collection |  2-/6=/F

: Time of Collection b 30 dua—

~ Printed Name of Sample Collector, 1, Lnd N -re ((at&s
Signature Sample Collector '

Kpom? 207

Notes Sample collector:

" For Lab use only ‘ e
Analyze thig@Nnking watgr spmple forlead RECEIVE-
Date and Teme Lalj received ' e

Signature \_/W \/\(/ v iy
Notes: ' \/vv EEE . FEB 16 v

TIME B, 32 /’)_' :

' v For relinquishing samples upon delivery to labs dnly -
Relinquished date and signéture /2 P / 4 “/ ")
- o v

These samphles were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sample Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

When possible select two sampling locations from each building built before January 1, 1988 and one sample

" location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains : Bathroom sinks
Preschool classrooms .~ lanitor closets
Cafeteria and kitchen sinks - | Hose bibs
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for- Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completlng the following steps:
1) Open sample container
2) Hold sample container under fixture (cold water tap only).
3) Turn on fixture
4) Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches mformatlon recorded on the
- “Collection Log” provided immediately following the ¢ollection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to mdlcate itis
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container.
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.

http://www.azdeq.gov/LeadScreeningProg Page 1 0of 2
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2(? 1rr7\0:e;57 \Sll?llrlnlllll I€|3|II RN ead Screening Program

Collection Log
r experienced sample collectors

sample collected. Your drinking water sample cannot be tested
‘o the lab with each sample. In addition, the sample cannot be
n Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at this’ tap or other tapsin the
- area for 6 hours and no ﬂushmg was done pnor to sampling

Name of School District
_ School Name
‘ Building (name/number) |
Type of Fixture (tap, drinking fountain etc.)
Location of Fixture (example, room number)
Sample Identification Number (ensure this
number is also on the sample container)
Daté of Collection
Time of Collection

. Printed Name of Sample Collector,

Cv;eA%/f'm > A m[ bm 7’

Lomee L,rzdc&_«

WRoe Idp, T
J

/?@@m 307

000%4¥Y

2=/51 7

LEYS gmn

Signature Sample Collector

,L.md?o\ ‘\'{««‘cxi&S

Notes Sample collector:

“For Lab use onlv

Analyze this sxjnking wafer\sample for lead

Date and Tiffe haH teceiled

Signature | pa IMNO\/ ~
vv\

Notes:

TlME:_m% 2@ i
_TEMP<C.~ B

For relinquishing samples upon delivery to labs only -

Relinquished date and signature _

2—/6"7)

These samp]es were collected for lead screening purposes only and cannot be used for compliance.
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
: for v

Experienced Sample Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a proactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations

~When possible select two sampling locations from each building built before January 1, 1988 and one sample

* location for buildings built after this date. Prioritize sampling locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations. 8

Recommended Not Recommended

Drinking fountains : Bathroom sinks
Preschool classrooms ' Janitor closets
Cafeteria and kitchen sinks Hose bibs ,
Nurse’s/health office sinks : Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for - Fixtures where human consumption of the water is v
consumption not likely to occur
Sample Collection

1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:
1) Open sample container , _
2) Hold sample container under fixture (cold water tap only).
3) Turn on fixture ‘ ' ‘
4)  Fill sample container
5) Close sample container tightly
6) Complete label on sample container, ensure information on container matches infofma_tion recorded on the
~ “Collection Log” provided immediately following the collection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample): Record that number on the Sample Collection Record
form and sample containet. : :
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.
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Sample # Sam
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d Screening Program ’ /
L

Collection Log
xperienced sample collectors

mple collected. Your drinking water sample cannot be tested
the lab with each sample. In addition, the sample cannot be
seaveu aieds e daMpieTiaentiTication Number matches the number on the sample container label.

0 Check this box to confirm that water had not been used at this tap or other taps in the
- area for 6 hours and no ﬂushmg was done prior to samphng :

‘Name of School District LW,,‘ b For Lhers) Dysso
5 School Name | /., zz e Josade—
Building (name/number) | ,2 /g/,ﬂ, oy
Type of Fixture (tap, drinking fountain etc.) gj(—reym v ]),,Mlgﬂ " /’mw%z 27
Location of Fixture (example, room number) | )., fh S, de e x o o
Sample Identification Number (ensure this _
number is also on the sample container) | wrp £26
R Date of Collection | ‘~'— /5=~ /%=
- TimeofCollection | —- 4y
~ Printed Name of Sample Collector | 4./ e/ t2¢ 477%@/4? 5
Signature Sample Collector L///,q, /// /

7

Notes Sample collector:

“For Lab use only

Analyze this dninkin water a}nple for lead RECEIVED
Date and Tye dablteceed( | ' wsLae
Signature | /f,\ W/ N
A\ g - ——
Notes: .= ™ L | FEB 1.6 2017

For relinguishjng samples upon delivery to labs only
Relinquished date and signéture /%/ , 9"—’ /é " /7
: : - % .
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Arizona Department of Environmental Quality
Public School Lead Drinking Water Screening Program
Sampling Plan & Collection Log
for

Experienced Sample Collectors

Use these procedures to collect samples of water for lead screening at school. This protocol is part of a broactive
program to screen the drinking water at Arizona schools for lead. Schools will be provided a sampling kit that will
include this form, a list of school buildings to sample, sampling containers and return shipping if needed.

Sample Locations _
When possible select two sampling locations from each building built before January 1, 1988 and one sample
" location for buildings built after this date. Prioritize sampllng locations based on how frequently someone could -
drink from them. The chart below should be used to select sampling locations.

Recommended Not Recommended
Drinking fountains < Bathroom sinks. .
Preschool classrooms ' Janitor closets
Cafeteria and kitchen sinks Hose bibs
Nurse’s/health office sinks Taps attached to water softeners
Home economics room sinks Taps attached Point of Use devises
Any sink known to be or visibly used for - Fixtures where human consumption of the water is
consumption not likely to occur

Sample Collection
1. Collect all water samples before the facility opens for the day and any water usage occurs.
2. The water must have sat in the pipes for at least six (6) hours before a sample is taken.
3. Collect samples in the container(s) provided by completing the following steps:

1) Open sample container

2) Hold sample container under fixture (cold water tap only)

3) Turn on fixture :

4) Fill saniple container

5) Close sample container tightly

6) Complete label on sample container, ensure information on container matches information recorded on the

“Collection Log” provided immediately following the ¢ollection of each sample.
7) Provide a map with sample locations
4. Assign a unique sample identification number to each sample. (For example, bldg100-01 to indicate it is
collected in building 100 and is the first sample). Record that number on the Sample Collection Record
form and sample container. .
5. Accurately complete the “Collection Log”. Accurate information about the sample is essential.
6. Ship the samples as instructed within three (3) days. Place all Sample Collection Logs in a water tight
container such as a zip lock bag. Keep the Sample Collection Log with the samples. The lab must receive
the sample within ten (10) calendar days in order for them to be analyzed.
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